QUICK COUPLER INSTALLATION

90° ELBOW PVC SCH 80

1"x3" SCH. 80 PVC THREADED NIPPLE

TEFLON TAPE REQUIRED AT ALL JOINTS

90° ELBOW PVC SCH 80

QUICK COUPLING VALVE (NIPPLE AND ELBOW BELOW)

IRRIGATION SUPPLY LINE

FINISH GRADE

QUICK-COUPLED VALVE PER SPECIFICATIONS

VALVE BOX AND LID PER SPECIFICATIONS

1/4" 23 GAUGE HARDWARE CLOTH CUT 6" WIDER AND LONGER THAN METER BOX. INSTALL OVER DRAIN ROCK AND UNDER VALVE BOX

DRAIN ROCK 4" MIN. DEPTH

2 BRICKS, TYP.

1" SCH 80 NIPPLE (LENGTH AS REQUIRED)

90° ELBOW PVC SCH 80

1" SCH 80 NIPPLE, 8" MIN.

PVC MAIN LINE FITTING

PVC IRRIGATION MAIN

NOTE: DETAILS SHOWN ON THIS PLAN ARE FOR LANDSCAPE IRRIGATION SYSTEMS ONLY.

CITY OF DALY CITY, CALIFORNIA
DEPARTMENT OF PUBLIC WORKS

QUICK COUPLER INSTALLATION

REVIEWED BY: Richard Chen
CITY ENGINEER

ADOPTED ON: DEC 10, 2018
CITY COUNCIL

DATE: NOV 2018

STANDARD DETAIL

PR-7